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Technical Specifications
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SPECIFICATIONS

Speaker type: 8 Ohms, 100 Watts
Power rating (mono/stereo): 400 Watts / 2 * 200 Watts
Impedance (mono/stereo): 8 Ohms / 2 * (8-12) Ohms
Dimensions (W * H * D): app. 30 ¼" (770 mm) * 32 ¼" (820 mm) * 15"/11 ½" (380 mm/290 mm)
Weight: app. 47 kg

BEHRINGER is constantly striving to maintain the highest professional standards. As a result of these efforts, modifications may be
made from time to time to existing products without prior notice. Specifications and appearance may differ from those listed or illustrated.

The information contained in this sheet is subject to change without notice. No part of this sheet may
be reproduced or transmitted in any form or by any means, electronic or mechanical, including
photocopying and recording of any kind, for any purpose, without the express written permission of
BEHRINGER Spezielle Studiotechnik GmbH. BEHRINGER is a registered trademark.

ALL RIGHTS RESERVED. © 2001 BEHRINGER Spezielle Studiotechnik GmbH.
BEHRINGER Spezielle Studiotechnik GmbH, Hanns-Martin-Schleyer-Str. 36-38,

47877 Willich-Münchheide II, Germany
Tel. +49 (0) 21 54 / 92 06-0, Fax +49 (0) 21 54 / 92 06-30


