
PA - 1000B/BR
PUBLIC ADDRESS AMPLIFIER/RECEIVER

AMPLIFIER SECTION
Rated Output................................................30W(RMS)
Frequency Response..............................60Hz ~ 20kHz
T.H.D(at 1kHz Rated Output)................Less than 0.5%
Tone Controls .............................Bass:100Hz at ±10dB

......................................................Treble:10kHz at ±10dB
Input Sensitivity/Impedance
Mic 1, 2 .......................................PL55 1mV/10kΩ, BAL

.....................................................XLR 0.3mV/600Ω, BAL
AUX ..........................................................100mV/10kΩ
Telephone In.............................................0.775V/600Ω
Amp In .............................................................1V/10kΩ
Speaker Output/Impedance...............................11V/4Ω

........................................15V/8Ω, 70V/163Ω, 100V/333Ω
Line Out/Impedance ........................................1V/600Ω
Music-On Hold/Impedance .......................0.775V/600Ω

TUNER SECTION
Tuning Rang
U.S.A..............FM 87.5-108MHz, AM 530kHz-1620kHz
EUROPE........FM 87.5-108MHz, AM 522kHz-1620kHz
Antenna Input...............FM:300Ω, BAL or 75Ω, UNBAL

...................................AM:Low Impedance Loop Antenna
Usable Sensitivity ...............................FM 2µV, AM 3µV
S/N .................................................FM 60dB, AM 50dB

GENERAL
Power Source.........................AC 110V-240V, 50/60Hz
Power Consumption ...............................................80W
Weight .................................................PA-1000B:4.6kg

..............................................................PA-1000BR:4.8kg
Dimensions.. .....................300(W) 88(H) 260(D)mm

VERSATILE AND CONVENIENT
3 channels of inputs Mic 1, Mic 2, Aux and four tone
chime are incorporated for versatile and convenient use. 
Mic input has both XLR and phone jack.

REMOTE CHIME
Chime circuit can be remote controlled through external
chime terminal.

MUTING FOR PRIORITY
Signal from Mic 1 and 4 tone chime have priority and can
activate the mute circuit which temporary mutes signals
from other input. The muting level can be adjusted with
the level control at back panel.

TELEPHONE INPUT & MUSIC-ON HOLD 
(PA-1000BR ONLY)
To use with telephone system telephone input and
music-on hold are provided.

TUNER MEMORY(PA-1000BR ONLY)
For convenient use 6CH frequency memory is provided.

FEATURES SPECIFICATIONS 
0dB=0.775Vrms
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CAUTION
RISK OF ELECTRIC SHOCK

DO NOT OPEN

CAUTION: TO REDUCE THE RISK OF
ELECTRIC SHOCK, DO NOT REMOVE
COVER. NO USER SERVICEABLE PARTS
INSIDE. REFER SERVICING TO QUALIFED
SERVICE PERSONNEL. AVIS: RISQUE
DE CHOC ELECTRIQUE NE PAS OUVRIR. 
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