
PB - 9207A
BATTERY CHANGER

ELECTRICAL
Battery, Requirement.........................................DC 24V
Starting Current .................................................3A MAX
Charge Finishing Voltage......................................27.3V

GENERAL
Power Source .........................AC 110V-240V, 50/60Hz
Power Consumption ............................................120VA
Weight ...................................................................6.2kg
Dimensions........................482(W) 88(H) 280(D)mm

AUTOMATIC CHARGING
You can operate easily and protect battery from over-
charging because, it begin to charge the battery with 3
Ampere and then reduce the current to rated voltage.

EASY CHECKING
You can check easily the state of charging by
incorporated digital volt meter and digital ampere meter.

FEATURES SPECIFICATIONS 
*0dB=0.775Vrms
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                     SHOCK HAZARD DO 
NOT OPEN. NO USER SERVICEABLE
PARTS INSIDE.DO NOT EXPOSE
UNIT TO RAIN OR MOISTURE

WARNING;

                RISQUE DE CHOC ELECTRIQ-
UE NE PAS OUVRIR.
A VI S;

CAUTI ON;  REPLACE WITH THE
SAME TYPE FUSE AS INDICATED. UTI-
LISER UN FUSIBLE DE RECHANGE DE
MEME TYPE.  

230

AC  I NPU T:  2 2 0 V,6 0 H z  1 3 9 VA~
FU SE :  1 A/ 2 5 0 V
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