
PE - 9103(A)
CHIME & SIREN

CHIME
The soft tone, CHIME have a 2 Tone, Westminster,
Chime Up and Chime Down. These functions are
suitable for your making an announcement.

SIREN
The siren which is controlled steady and wavy levels, is
used when you make an emergency warning or training.

REMOTE CONTROL TERMINAL
For the paging purpose of a chime, remote control
terminals are provided on the rear panel.

ELECTRICAL    
Siren Frequency ..................................................630Hz
Output Level/Impedance......................1V/1kΩ UNBAL

GENERAL
Power Source ....................................................DC 24V
Weight ...................................................................2.8kg
Dimensions .......................482(W) 44(H) 280(D)mm

FEATURES SPECIFICATIONS 
*0dB=0.775Vrms
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                     SHOCK HAZARD DO 
NOT OPEN. NO USER SERVICEABLE
PARTS INSIDE. DO NOT EXPOSE
UNIT TO RAIN OR MOISTURE

W A R NI NG;

                RISQUE DE CHOC ELECTRIQ-
UE NE PAS OUVRIR.
AVI S ;

CAUT I ON;  REPLACE WITH THE
SAME TYPE FUSE AS INDICATED. UTI-
LISER UN FUSIBLE DE RECHANGE DE
MEME TYPE.  
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